
Elemental XL  
Luxury Vinyl Tile   

Introducing 



Why choose Jacobsen Elemental XL?
• Suitable for all residential and commercial applications

• Available in 10 contemporary colours

• Extra-large plank size 228.6mm x 1524mm

• All colours available in 2.5mm and 5.0mm thickness

•  Specifi c planks for Chevron + Herringbone installations 
stocked in NZ in 2.5mm Bolsena only

•  Indoor Air Comfort GOLD, EPD, Declare, and 
FloorScore certifi ed

• 0.55mm heavy-duty wear layer

• Four-sided micro bevel edge

• Rigid core multi-click construction available on indent order

• In register surface embossing

•  Glue down installation; can be installed in bathrooms 
and kitchens

• 15-year Commercial Limited + 20-year Residential warranties

We’re excited to announce the
Jacobsen Elemental XL Range

Luxury vinyl plank fl ooring off ers the look and texture of wood while being resistant to scratches and damage. 

With easy care and moisture resistance, it is perfect for busy households. You can enjoy the beauty, durability, 

and comfort without the high maintenance. It is an aff ordable and versatile choice that suits any home.



Construction  
The Elemental extra-large plank size 228.6mm x 1524mm 
is perfect throughout the home. All colours are available in 
2.5mm and 5.0mm thickness with a 0.55mm heavy-duty 
wear layer. 

Elemental is a glue down product and can be installed in 
bathrooms and kitchens as a NZBC alternative solution to 
the E3 code. 

Install method
Jacobsen Elemental XL is a glue down fl oor, and is designed 
to be permanently fi xed in place. Being a glue down fl oor, 
allows the Elemental XL to be thinner, which makes it ideal 
for renovation projects. 

Product Benefi ts
There are many benefi ts to the Jacobsen Elemental XL range. 

Thanks to the Duraspect™ Extreme Surface Protectant 
coating, the Elemental XL vinyl fl ooring is extremely 
scratch-resistant, stain resistant and easy to clean, and 
therefore ideal for intensively used rooms. 

Elemental XL can be used with underfl oor heating up to 
27°C and is 100% waterproof, meaning Elemental XL is 
fl ooring made for life.

Designs 
There are three designs available, the Extra wise plank that 
comes in ten colours, two thicknesses 2.5mm and 5mm. 
And the Chevron and Herringbone that is available in one colour.

Our Flooring Types
Flooring types in 3 collections | Unsere Verlegearten aus 3 Kollektionen

Discover the Aspecta collections: These high-quality flooring types are the basis for stunning looks. Available in 
various installation options and thicknesses – the right floor for every area.

Entdecken Sie die Aspecta Kollektionen: Diese hochwertigen Bodenarten sind die Basis für einen atemberauben-
den Look. Erhältlich in verschiedenen Verlegemöglichkeiten und Stärken – für jeden Bereich der richtige Boden.

Design Flooring to Glue Down | Designboden zum Verkleben

1. Duraspect™ Extreme 
Surface Protectant

2. Clear vinyl wear layer  
3. High-resolution printed decorative film
4. Solid vinyl base

1. Duraspect™ Extreme Surface
Protectant

2. Klare Vinyl-Nutzschicht  
3. Dekorfoliendruck in hoher

Auflösung
4. Basis aus dickem massivem Vinyl

Design Flooring for Loose Lay installation | Designboden für lose Verlegung

1. Duraspect™ Extreme Surface Protectant
2. Transparent vinyl wear layer 0,55 mm
3. High-resolution printed decorative film
4. Heterogeneous vinyl middle layer
5. Layer of glass fibre for superior 

dimensional stabiloty
6. Heterogeneous vinyl middle layer
7. Heterogeneous vinyl balance layer
8. Thermoplastic polyurethane 

anti-slip backing

1. Keramische PU-Versiegelung-matt 
2. Transparante Vinyl-Nutzschicht
3. Hochauflösend bedruckter Dekorfilm
4. Heterogene Vinyl Mittelschicht
5. Glasfaserschicht für eine höhere Stabilität
6. Heterogene Vinyl Mittelschicht
7. Heterogene Balanceschicht aus Vinyl
8. Anti-Slip-Backing aus Thermoplastischem 
Polyurethan

Loose-Lay
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Rigid Click 30

An easy to install click system 
with a 0.3 mm wear layer is the 
optimal choice for residential 
purposes and light commercial.

Ein einfach zu verlegendes 
Clicksystem mit 0,3 mm 
Nutzschicht ist die optimale 
Wahl für Wohnbereiche.

RC
30

4.8 mm thickness | Dicke
0.30 mm wear layer | Nutzschicht

Glue Down 30

A durable 0.30 mm wear layer. 
The reduced product thickness 
makes it ideal for renovation 
projects.

Robuste 0,3 mm Nutzschicht. Die 
geringe Aufbauhöhe erleichtert 
Renovierungsarbeiten.

GD
30

2.0 mm thickness | Dicke
0.30 mm wear layer | Nutzschicht

Glue Down 70

Benefit from the reduced thick-
ness of 3.2 mm combined with 
a particularly robust 0.70 mm 
thick wear layer, designed for 
the most demanding environ-
ments.

Die Vorteile einer geringen 
Aufbauhöhe von 3,2 mm 
kombiniert mit einer besonders 
robusten 0,7 mm dicken Nutz-
schicht, geeignet für eine hohe 
Beanspruchung.

GD
70

3.2 mm thickness | Dicke
0.70 mm wear layer | Nutzschicht

Glue Down 55

A robust 0.55 mm wear layer. 
The reduced thickness of 2.5 
mm makes it also ideal for reno-
vation projects.

Robuste 0,55 mm Nutzschicht. 
Die geringe Aufbauhöhe von 2,5 
mm erleichtert Renovierungs-
arbeiten.

GD
55

2.5 mm thickness | Dicke
0.55 mm wear layer | Nutzschicht

Loose-Lay 55

A Loose-Lay floor that does not 
need to be glued in small rooms 
thanks to its weight and thick-
ness of 5 mm. Easy to install 
and easy to remove.

Ein lose verlegter Bodenbelag, 
der aufgrund seines hohen Ge-
wichts und einer Stärke von 5 
mm nicht geklebt werden muss. 
Leicht zu verlegen und auch 
wieder zu entfernen. 

LL
55

5.0 mm thickness | Dicke
0.55 mm wear layer | Nutzschicht

ISOCORE Click 55

ISOCORE Click facilitates instal-
lation while adding to the com-
fort of any room. In combination 
with a 0.55 mm wear layer, this 
floating floor is an ideal solution, 
with a total thickness of 8 mm.

ISOCORE Click macht das 
Verlegen besonders einfach. In 
Kombination mit einer 0,55 mm 
dicken Nutzschicht ist dieser 
Bodenbelag mit einer Gesamt-
stärke von 8 mm die ideale 
Lösung.

IC
55

8.0 mm thickness | Dicke
0.55 mm wear layer | Nutzschicht

RC
55

Rigid Click 55

Life is there to be lived. Thanks 
to the smart click system, the 
flooring is quickly installed.

Ihre Lebenszeit ist kostbar. 
Mit dem cleveren Clicksystem 
ist die Verlegung blitzschnell 
erledigt.

5.2 mm thickness | Dicke
0.55 mm wear layer | Nutzschicht

RC
55

1514

GLUE DOWN CONSTRUCTION  

1. Duraspect™ Extreme Surface Protectant
2. Clear vinyl wear layer
3. High-resolution printed decorative fi lm
4. Solid vinyl base
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Extra-wide Plank
Size (W*L*T): 28.6 x 1525 x 2.5mm 
Wear Layer: 0.55mm 

Size (W*L*T): 228.6 x 1525 x 5mm 
Wear Layer: 0.50mm

Chevron
Size (W*L*T): 115 x 690 x 2.5mm
Wear Layer: 0.55mm

Herringbone  
Size (W*L*T): 152.4 x 762 x 2.5mm
Wear Layer: 0.55mm

Jacobsen Elemental XL  
Luxury Vinyl Tile   



Elemental XL



Elemental XL — For Hard-working Spaces

Elemental XL off ers the perfect blend of wood aesthetics and 
luxury vinyl advantages. Its extra-large plank format adds a 
touch of grandeur, while the in-register wood embossing and 
extra-matt surface create an authentic and elegant look. 

With a hard-wearing fi nish and a scratch-resistant surface, 
Elemental XL ensures easy care and long-lasting beauty. 
It is suitable for underfl oor heating and holds multiple 
environmental certifi cations, including EPD, Declare, 
Floorscore, and Eurofi ns Low VOC. Choose from four 
stunning designs: Elemental XL 2.5mm plank, Elemental 
2.5mm Chevron, Elemental 2.5mm Herringbone, and 
Elemental XL 5.0mm plank. Enjoy seamless transitions and 
the highest standards of durability, style, and sustainability in 
kitchens and bathrooms.

Features & Benefi ts

• Extra-large plank format

• In-register wood embossing with an extra-matt surface

• Hard-wearing fi nish

• Scratch and dirt-resistant surface for easy care

• Suitable for underfl oor heating

•  Multiple environmental certifi cations such as EPD, 
Declare, Floorscore and Eurofi ns Low VOC

•  Specifi c planks for Chevron or Herringbone design 

•  Glue down installation allows for subtle transitions

•  Can be installed in kitchens 

•  Can be used in bathrooms in conjunction with a 
membrane

• NZ Building Code E3 alternative solution

Specifi cations

Range Name: Elemental XL  

Size (W*L*T): 2.5mm XL Plank: 228.6 x 1525 x 2.5mm
Chevron: 115 x 690 x 2.5mm
Herringbone: 152.4 x 762 x 2.5mm
5mm XL Plank: 228.6 x 1525 x 5mm

Wear Layer: 2.5mm XL Plank: 0.55mm
Chevron: 0.55mm
Herringbone: 0.55mm
5mm XL Plank: 0.50mm

Locking System: 5G

Nesting: 16% = 2 Short Planks 

Bevel: Micro Bevel 4 Sided  

VOC: Gold 

Environmental: FSC® Certifi ed

Finish: Bona Natural UV Lacquer  

Treatment: Duraspect™ Polymer Finish 

Pieces per Carton: 2.5mm Plank: 10
Chevron: 36
Herringbone: 24
5mm Plank: 4

M2 Per Carton: 2.5mm Plank: 3.48
Chevron: 2.86
Herringbone: 2.79
5mm Plank: 1.39
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Lomond

Como Bolsena - Chevron

Lugano MaggioreConstance Albano Brienz

Prespa Bolsena - HerringboneOnega Bolsena - Plank



0800 800 460 | jacobsen.co.nz  

This brochure is printed on FSC accredited and sustainably sourced paper.


