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PRODUCT DESCRIPTION

J-System 50 is a premium-grade high moisture tolerant,
pressure-sensitive adhesive designed for high performance in 
various flooring applications including carpet tiles and other 
resilient flooring applications. 

APPLICATIONS

J-System 50 is suitable for the installation of carpet tiles, vinyl 
composition tiles, slab underlays, in double bond carpet 
installation. Not suitable for installing carpet to underlay. Can 
be used onto levelling compounds, concrete, exterior grade 
plywood and most other common subfloors.

SUBFLOOR PREPAR ATION

All surfaces to be bonded should be surface dry, smooth, and 
free of any contamination that may affect the final bond such as 
concrete cure and seal products. All surfaces must be prepared 
in accordance with current NZS 1884 Floor Coverings Resilient 
Sheet including moisture testing. It is recommended that all highly 
absorbent subfloors be primed with a suitable primer prior to the 
application of adhesive. J-System 50 can be applied to concrete 
subfloors with moisture readings up to 95% RH and falling. 

Talk to one of our experts, or visit our website:
0800 800 460   |   customer.services@jacobsen.co.nz   
 jacobsen.co.nz

PRODUCT DISCLAIMER: Since the use and application of this product is beyond 
our control, we cannot be held responsible for product field performance. The 
information presented above is the result of our considerable experience with 
this product but is not to be construed as a performance warranty. In every case 
we recommend that the customer conducts their own testing and accordingly 
determines, to their satisfaction, its suitability for their purpose under the operating 
conditions in which they will use the product/s. For additional information, phone 
our Jacobsen Customer Service Centre on NZ (09) 574 0640. Please check January 
2023 - This Data Sheet supersedes those previously issued.

Floor type Trowel Typical coverage

Smooth Back Carpet Tiles 1.6 mm V notch 105 m2 per pail

Cushion Back Carpet Tiles 1.6 mm V notch 60 m2 per pail

Rubber / Textured 2.4 mm V notch 35 m2 per pail

Linoleum / Course 3 mm V notch 18 m2 per pail

Tiles, Stone & Timber 
Products

5 mm V notch 10 m2 per pail

TROWEL RECOMMENDATIONS

HEALTH AND SAFET Y

Keep out of reach of children. Contains amino silane. 
May produce an allergic reaction. Refer to the Technical Data Sheet 
and Material Safety Data Sheet before using this product. Users 
should familiarize themselves with all the safety aspects of the 
product prior to usage.

Cleanup: Clean tools immediately after use with warm soapy water.
Storage: Store in a dry place below 30 °C.

Do not apply this adhesive or lay flooring if the subfloor
temperature is less than 10°c. The alkalinity of the concrete must 
not be higher than pH 12.

APPLICATION INSTRUCTIONS

The installation area, floorcovering and substrate should be kept 
at the appropriate temperature as required by the floorcovering 
manufacturer and section 4 of the current NZS 1884. The key to a 
successful installation is consistent temperatures being maintained 
48 hours prior to installation, during and 48 hours after installation.

APPLICATION METHODS

For the installation of textured back or polyurethane cushion back 
carpet tiles, apply the adhesive using a 1.6 mm V notch with the 
approx coverage of 5 m2 per litre. After installation roll the floor with 
a correctly weighted roller and restrict foot traffic for 24 hours.

PRODUCT ADVANTAGES

J-System 50 is suitable for the installation of carpet tiles on new 
concrete substrates up to 98% RH. It is not suitable for concrete 
substrate with an inherent moisture use such as hydrostatic 
pressure. Can be used onto levelling compounds, concrete, 
exterior grade plywood and most other common subfloors. 


