Bertol 1916 Borrett 1905

Sheoak 1908 Solvay 1915

Specifications
Range Name Langhorne Hut
Description Textured Tufted Loop Pile
Pile Content 100% BCF Solution Dyed Nylon
Gauge 1/10"
Total Pile Weight 1020 g/m2 (30 oz/yd?)
Pile Height High: 6.0 mm % Tmm | Low: 4.0 mm = Tmm
Total Pile Height 9.5mm
Width 3.66m

Secondary Backing Blue Stripe Synthetic backing

Residential: Extra Heavy Duty (6 Star)

ACCS Rating Contract: Extra Heavy Duty (4 Star)

Fire Rating Direct Stick CHF Mean Result 4.8kw/m?

Suitable for all residential and

Colour variation may occur from batch to

c . o Dye Batch Variation
commercial applications such as: Y batch
o Pattern Repeat Length: 20 mm Width: 10 mm
> Living rooms > Bedroom
- ErirEres sl Accreditations Environmental Management System 14001
> Workplace > Kindergarten
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Features & Benefits

Ultra-resilient
Outstandingly hard-wearing, Langhorne Hut is the ultimate cross-over product, designed to suit the most
demanding of residential and commercial applications.

Style for modern living

Langhorne Hut's outstanding durability hasn’t come at the expense of style and sophistication. It retains a
carefully crafted modern colour palette and understated, woven- look design, enabling it to complement a
wide range of interior themes.

Wheel-friendly
Castor chairs, trolleys and wheelchairs roll easily over Langhorne Hut's surface, supporting peak workplace
productivity and domestic convenience.

Healthcare impervious backing available

Take up the option of an ecare impervious-backing treatment and Langhorne Hut also becomes an ideal
choice for healthcare applications, or any other application where subfloor moisture penetration must be
prevented.

Colourfast and made to last
Designed to retain its aesthetic appeal for years to come, Langhorne Hut's colours will not rub off or bleed,
and strongly resist fading from sunlight and general wear.

Excellent fire rating
Longhorne Hut meets all New Zealand building fire- resistance requirements.

Solid shade carpets may exhibit colour streaking. Tufting of this carpet may incur shift lines across the width of the carpet. This is not
a manufacturing fault and will not affect the performance of this carpet. Patterned carpets with directional designs may be subject to
pattern distortion. Exact pattern match cannot be guaranteed.

Our goods come with guarantees that cannot be excluded under the New Zealand Consumer Law. You are entitled to a replacement or
refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to have the goods
repaired or replaced if the goods fail to be of acceptable quality.
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